™ JJMICROELECTRONICS

-20V, -0.5A, 297mQ P-channel Power Trench MOSFET

JMTL3139KT7
Features Product Summary
Excellent R and Low Gate Charge

¢ DS(ON) . 9 Parameters Value Unit

o Halogen-free; RoHS-compliant Vpss .20 Vi

o Pb-free plating Vesith)_Typ -0.7 \Y
ID(@VGS=10V) -0.5 A

Appl |Ca.t| ons RDS(ON)_Typ(@VGS:'4-5V) 297 mQ

« Load Switch Rosion 1yp(@Ves=2.5V)| 383 mQ

¢ PWM Application

RoHS
o Power Management ‘/ @
Lead-free Green

s s

SOT-723-3L Top View Pin Assignment Schematic Diagram

Ordering Information

Device Marking MSL Form Package Reel(pcs) Per(;:czlr)ton
JMTL3139KT7 39K 3 Tape&Reel SOT-723-3L 10000 400000
Absolute Maximum Ratings (@ Ta = 25°C unless otherwise specified)
Symbol Parameter Value Unit
Vbs Drain-to-Source Voltage -20 \%
Ves Gate-to-Source Voltage +10 \%
. . Ta=25°C -0.5

| A
D Continuous Drain Current T.=100°C 03

lom Pulsed Drain Current ) Refer to Fig.4 A
L Ta=25°C 0.2

P w
D Power Dissipation T.=100°C 01

Ty Tste Junction & Storage Temperature Range -55 to 150 °C

Thermal Characteristics

Symbol Parameter Max Unit
Reua Thermal Resistance, Junction to Ambient®® 779

Www.jjwdz.com
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Electrical Characteristics (T, = 25°C unless otherwise specified)

Symbol Parameter Conditions Min. Typ. Max. Unit
Off Characteristics
V(erpss |Drain-Source Breakdown Voltage Ip=-250pA, Vgs = OV -20 - - \%
Ibss |Zero Gate Voltage Drain Current Vps = -20V, Vgs = OV - - -1.0 pA
lcss |Gate-Body Leakage Current Vps = 0V, Vgg = £10V - - +10 nA
On Characteristics
Ves@ny |Gate Threshold Voltage Vps = Vgs, Ip = -250pA -0.5 -0.7 -0.9 \%
Rps(on) |Static Drain-Source ON-Resistance® Ves =5V, lp= 95 - 297 389 me
Vgs = -2.5V, Ip = -0.4A - 383 498 mQ
Dynamic Characteristics
Rq Gate Resistance f=1MHz - 176 - Q
Cis |Input Capacitance - 65 - pF
Coss |Output Capacitance Ves = (f)\:/l\l/\/EI)IS-I; 10V, - 12 - pF
C.s |Reverse Transfer Capacitance - 5.8 - pF
Qq Total Gate Charge - 1.0 - nC
Qgs [Gate Source Charge VG_S =0to -4'_5\/ - 0.3 - nC
Vps = -10V, Ip = -1A
Qga |Gate Drain("Miller") Charge - 0.1 - nC
Switching Characteristics
tyony |Turn-On DelayTime - 6.2 - ns
t Turn-On Rise Time Vgs = -10V, Vpp =-10V - 6.2 - ns
taomy | Turn-Off DelayTime Ip=-0.5A, Rgen = 3Q - 41 - ns
te Turn-Off Fall Time - 20 - ns
Body Diode Characteristics
Is Maximum Continuous Body Diode Forward Current - - -0.5 A
Ism Maximum Pulsed Body Diode Forward Current - - 2.1 A
Vsp |Body Diode Forward Voltage Vgs =0V, Is=-0.5A - 1.2 \V;
trr Body Diode Reverse Recovery Time I = 1A, difdt = 100A/us - 8.3 - ns
Qrr  [Body Diode Reverse Recovery Charge - 0.7 - nC
Notes: 1. Repetitive Rating: Pulse Width Limited by Maximum Junction Temperature.

2. Rgya is measured with the device mounted on a linch? pad of 20z copper FR4 PCB.

3. Pulse Test: Pulse Width<300us, Duty Cycle<0.5%.
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Typical Performance Characteristics
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Figure 1: Power De-rating
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Figure 2: Current De-rating

Vgs = -4.5V
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TA(°C) Ambient Temperature

25 125

Figure 3: Normalized Maximum Transient Thermal Impedance

D=05;
0.2,
0.1,
0:05;

502

0.01,

Tt

Duty factor: D = t1/t2

Peak T;= Ty + Ppy X Zgsa X Rosa

.E-6 1.E-5 1.E-4 1.E-3 1.E-2 1.E-1 1.E+0 1.E+1 1.E+2
t, Rectangular Pulse Width (s)
Figure 4: Peak Current Capacity
Vgs = -4.5V

For TEMPERATURES ABOVE

25°C DERATE PEAK CURRENT

AS FOLLOWS:

|2 [150-TA
Ty 125
Single Pulse
1.E-6 1.E-5 1.E-4 1.E-3 1.E-2 1.E-1 1.E+0 1.E+1
t, Rectangular Pulse Width (s)
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Typical Performance Characteristics

Figure 5: Output Characteristics Figure 6: Typical Transfer Characteristics
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Figure 7: On-resistance vs. Drain Current Figure 8: Body Diode Characteristics
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Figure 9: Gate Charge Characteristics Figure 10: Capacitance Characteristics
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Typical Performance Characteristics

Figure 11: Normalized Breakdown voltage vs.
Junction Temperature
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Figure 13: Normalized Threshold Voltage vs.
Junction Temperature
1.4
Vps = Ves
Ip = - 250uA
1.2
=
- 1
I
K
Eos
o
P4
0.6
0.4
-80 -40 0 40 80 120 160 200
T,(°C) Junction Temperature
Figure 15: Maximum Safe Operating Area
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Figure 12: Normalized on Resistance vs.
Junction Temperature

2.2

2 Pulse Width<300ps
1.8 Duty Cycle<0.5%

N)

Vgs = -4.5V

(O

1.6
1.4
1.2

S|

Normalized Ry,

0.8
0.6

0.4
-80 -40 0 40 80 120

T,(°C) Junction Temperature

160 200

Figure 14: Rpgon) VS- Vas
700
650
600
550
500

Pulse Width<300us
Duty Cycle<0.5%

Ip=-1A

Ti=25C

w b b
o wu
o o

Ropsion) (M,
(9]
o

300
250
200
150
100

-VGS(V)

REV 1.0 | 5/7



” JMTL3139KTY7

Test Circuit
Vgs
Qg
T | -10vf
1T @ Vves e ) O
puT | *+
ves |15
=t
lg L™
Charge
Figure 1: Gate Charge Test Circuit & Waveform
RL
Vds AW "
Vgs DUT > Vdd T T T 90%
Rg :C IE} +
VesJ™ 10%
Vds
Figure 2: Resistive Switching Test Circuit & Waveform
L [ E = 1/2 Llg
Ve T 1L
d 1 “_l_ﬂ_ Vds N
VgS - | DsSs
Vgs voé Vdd 0
Rg EC IE} T C>+ Id I :
potr| | — b
Vgs1I™ Vgs
Figure 3: Unclamped Inductive Switching Test Circuit& Waveform
Vds . Q, = ldt
gEJ}
Vds - p DUT ) - '
e = P o " e b\m
g UL (|)' v

Figure 4: Diode Recovery Test Circuit & Waveform
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Package Mechanical Data(SOT-723-3L)
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Information furnished in this document is believed to be accurate and reliable.

However, Jiangsu JieJie Microelectronics Co.,Ltd assumes no responsibility for the
consequences of use without consideration for such information nor use beyond it.
Information mentioned in this document is subject to change without notice, apart from that
when an agreement is signed, Jiangsu JieJie complies with the agreement.

Products and information provided in this document have no infringement of patents. Jiangsu
Jiedie assumes no responsibility for any infringement of other rights of third parties which may

result from the use of such products and information.

” is a registered trademark of Jiangsu JieJie Microelectronics Co.,Ltd.
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